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Location   
Traffic calming features will be located in Upper Street from the village entrance in the west to the junction with 

Middle Street. (Site location numbers 1-8) 

Additional traffic calming features will be located at the village entrance to the south in Shere Lane.  (No’s 9 & 10) 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SITE LOCATION  KEY SHEET 

1 At 30mph entrance to village from west 2 

2 At junction of Upper Street with Chantry Lane 3 

3 At junction of Upper Street with Rectory Lane 4 

4 At narrow footway opposite car showroom 5-6 

5 At site of demolished footbridge 7 

6 At narrow footway (June Garden) 8 

7 At opposite existing narrowing (indicted by traffic signs) 9 

8 At corner of Upper Street and Middle Street 10 

9 At west side of Shere Lane 11 

10 At 30mph entrance to village from south 12 
 

Shere 

Slowing traffic through the village 

9 
 
 
 
 

10 
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Site 1:  At existing 30mph entrance to village from west 
 

 Road is narrowed to 5.25m width by extending the grass verge on the side of traffic approaching the village. 

 20mph roundels to replace both 30mph signs 

 Village name sign to be located at narrowing 

 White lines to be removed within village from 20mph sign onwards 

 

 

           
 

 

5.25m 

5.25m 
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Site 2:  At junction of Upper Street with Chantry Lane 
 
  Road will be narrowed at Chantry Lane to 5.5m wide by extending the grass island and the footway. 

This will slow traffic where the buses stop 
 

 Verges both sides of the junction will be tapered to gradually reduce the width of the road 

 
 

    
 
 
 

5.5m 

5.5m 

5.5m 

5.5m 
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Site 3:  At junction of Upper Street with Rectory Lane  
 

  Road will be narrowed at Rectory Lane to 5.5m wide by extending the grass island and the footway. 

The verges both sides of the island will be tapered out to be in-line with the grass island. 
 

 Footway will be narrowed at Knapps Cottage to encourage parking on the carriageway and not on the footway. 

 

   
 

5.5m 

5.5m 

5.5m 

5.5m 
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Site 4:  At narrow footway opposite car showroom  
 

 
 

Current situation 

Vehicles have to mount footway when passing. 

Existing footway is too narrow to be of great use.  

 

      
 

Alternative options 

Options range from accepting that the footway should be designed to be shared, as at Churt, 

Alternative 1, to Alternative 3 which widens the existing raised pavement, but accepts that 

occasionally vehicles may to use it to pass. 
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Site 4  continued     Consideration of the alternatives 

 

 
 

 

 

   

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Alternative 1 adopts a shared surfaced footway with priority 
for pedestrian similar to that at Hale House Lane, Churt near 
Hindhead. 
 
Alternative 2 is similar but with a vibration audible warning 
strip at its edge to make it clear to drivers that they are on a 
place where pedestrians can be expected. 
 
Alternative 3 provides a raised pavement of 1.0 metres 
width but allows vehicles to use it occasionally to pass. 
 
In this alternative the road is reduced at the narrowest point 
to 4.2 metres which is sufficient for two cars to pass without 
using the pavement. At other places along this stretch the 
road will be reduced to 4.5 metres, which is sufficient for a 
bus to pass an average car, if both are travelling slowly. 
 
As vehicles are intended to travel at a reduced speed in the 
village, this may be the most satisfactory alternative which 
balances the needs of both drivers and pedestrians. 

Shared surface at Hale House Lane, Churt  

Alternative 3 provides a wider raised pavement of 1.0 metre, while still keeping a minimum 
road width of 4.2 metres at the narrowest points shown by the yellow circles, above, and 
generally a road width of 4.5 metres along the narrow stretch of Upper Street. 
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Site 5:  At site of demolished footbridge 
 
 
 
 
 
 
 

  
 

       
 
 
 

 The old footbridge and its brick abutment can be used to create a natural ‘pinch point’ that is in-keeping 
with the village character of Shere. 

 

 The pavement (footway) at this location is widened to 1.0m, while the road with will be 4.4m.  
   

  

 
 

Pavement widened to 1.0 metre along whole length including at the brick 
abutments to the old bridge 
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Site 6:   At narrow footway (June Garden) 
 

 
 

 The pavement (footway) at this location to be 
widened to 1.0m usable. 

 

 

Pavement widened to 1.0 metre along whole 
length including at the tight corners 
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Site 7:  At existing narrowing 
 
 

 
 
       
 
 
 
 
 
 
 

 No major changes are now proposed for this location. 
However once the 20 mph zone is in place, drivers have more 
time to understand the road ahead and so the ugly traffic signs 
and road marking white lines are no longer required. They 
may be removed. 
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Site 8:  At the corner of Upper Street and Middle Street 
 
 

 
 

 
Pavement to be widened to 1.0 metres 
 
New over-run area at corner with setts will deter cars from 
cutting the corner but allow HGV’s to turn the corner but not 
override the pavement. 

Pavement widened to 1.0 metre 
along whole length including at 
the tight corners 
 
Setts on over-run at corner to 
reduce apparent road width 
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Site 9:  At west side of Shere Lane 
 
 

 
 

Create a new pavement as wide as is practical on the west side of Shere 
Lane. At its narrowest point the road is 4.8m. A 600mm pavement would 
allow the road to be 4.2m.  

  

Generally the road here widens to 5.4m allowing for a 1.0m wide pavement 
and a 4.4m wide road.  
 

Improve crossing places at the bike shop in Shere Lane and Pilgrims Way. 

New pavement 
600mm – 1.0m 

Cars currently park on Shere Lane. This forms 
a traffic calming device at the entrance to the 
village from the south. 
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Site 10: At existing 30mph entrance to village from south 
 

 
 

  

 Sandy Lane is narrowed to 5.25m width by extending the grass 

verge on the west side and tapering back to the existing line. 

This will slow the traffic approaching the village. 

 20mph roundels to replace both 30mph signs. 

 Village name sign to be located at narrowing. 

 White line to be removed from 20mph signs towards village. 

 The grass island is extended to reduce the width of Shere Lane  

to 5.5mm. 

5.5m 

5.25m 

Road narrowed to 5.25m 

Grass verge built up to match existing bank 


